	UNICA 355


	The flexible

Eventually in just one machine all the operations required by the diemaker:
 
·        Cut/Lipping
·        Bridging
·        Broaching
·        Bending
·        Nicking
 
With the latest UnicA evolution all the above (and much more) is possible:  the rule is broached, cut, lipped, notched and bent in order to be fitted directly into the dieboard. UnicA 355 has been designed and developed by skilled diemakers. The software is versatile and very user friendly and offers the highest degree of bending performance.
Designed to answer to the most demanding bending requirements of the diemaking industry, the UnicA 355 is fully integrated and utilises the same software as other machines within the system.
Different tool configuration allows the diemaker to produce intricate shapes as well as typical bending for folding carton, corrugated  and thermoforming dies (high rule).
 
All the machines of the SDDS (Serviform Digital Diemaking  System) are driven by a tailored control software based Upon Windows XP and expressly developed for the diemaking industry. Main features of the software are:
= Easy to use   = Perfect interfaceability with existing networks   = Extreme flexibility  
 
Thanks to the all new interchangeable bending heads now available on the UnicA 355, this latest version allows you to work with different thickness and rule heights. With the changeover from one rule thickness/height to another completed within minutes, it makes this UnicA 355 the most versatile and productive auto bender available. 
 
 
All the punching operations are performed by three “new generation” multiple cartridges. Pneumatically driven, these cartridges allow for multiple operations (i.e. cutting, lipping, notching, bend marking, deformation) saving on precious space and increasing production speed. In the even wider special cartridge program the evolution of the UnicA 355 has tailored cartridges designed to produce perf and cut/crease rule out of cutting rule. Now also punched nicks available!
 
Upon request now the diemaker can have a double in-line broaching unit which reduces the time required for the production of high tolerance dies for the folding carton industry. Thanks to the broaching minimum radiuses are now smaller and the quality level of the dies obtained is increased. 
 
UnicA 355 increases flexibility: steel rule from 18,00 to 60,00 can be processed, the first and the third punching station are now motorised: the cartridge position automatically fits with the steel rule height you are using.   Bridge height adjustable directly from front panel.
Thanks to the heavily tested interchangeable bending head system, the new version allows you to work in a more versatile and complete way, with different thicknesses and heights of steel rule.
 
 
TECHNICAL SPECIFICATIONS

 

Hardware            IBM compatible

Data input          CFF 2, DDES, .N, DXF. Tailored interface

                         available on request

 

 

Steel rule thickness      1.5 Pt. (0.53 mm), 2 Pt. (0.71 mm), 3 Pt. (1.07 mm) and

                                  4 Pt. (1.42 mm)

Steel rule height           18,00 ~ 60.00 mm (0,708” ~ 2,364”)

 

 

Power supply     400V 3 Ph., 4 kW or  220V 3 Ph., 4 kW (different supplies 

                        available on request)

Air pressure       6 bar

 

 

Dimensions        Machine: 1600 x 750 x 1500 mm  (63” x 29,5” x 59”) 
                        Coil trolley: 700 x 700 x 1000 mm (28” x 28” x 40”) 

 

 

Weight               Machine: 730 kg

                         Coil trolley: 70 kg

 

Technical specifications can change without notice.

	

	

	


